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IMIDDLEBY

S-SERIES RESTAURANT RANGE
80" SERIES

S600D-3GR shown

Standard Exterior Features

+ 80-3/4" wide open top with stainless steel front, sides and removable shelf

+ 28,000 BTU NAt (24,000 BTU LP) PATENTED, one-plece cast ircn,
non-cloy burners with Lifetime Warranty.

s+ Stairless steel front, sides and removable shelf.

+ /2" smooth, polishad stee griddie plate with raised sides on 24" and 36
wide griciles [available in manual or thetmostaticleft {L) or right (R}]

+ 1"smooth, polished stect griddie plate with raised sides on 48" wide griddes

+ 4" Stainless steel front rail with cosed, welded end caps

+ Individual, removable cast iron grate tops (rear holds up to 14" stock pat),

+ Two (2) removable, ane-piece crumb drawer under bumers

+ Metal knobs w red stripa

+ Hinged, lower valve panel

+ Quadran! spring doors with ergunomic chrome handle

+ 6" stainless steel, adjustable legs

Factory Installed pressure regulator

\\

I S60DD-2GIT - 6 Bumers, 24" Griddle, 2 Standard Ovens

O S60AA-2G/T - 6 Burners, 24" Griddle, 2 Cenvection Ovens

O S60AD-2GIT - 6 Burners, 24" Griddle, 1 Convection Oven, 1 Standard Oven
Q SBGDC-2G/T - 6 Burmers, 24" Griddie, 1 Standard QOven, 1 Cabinet

0 S80AC-2GIT - 6 Bumners, 24" Griddie, 1 Convection Oven, 1 Cabinet

Q 860CC-2G/T - 6 Bumers, 24° Griddle, 2 Cabinels

0 S60DD-3G/T - 4 Bumers, 36" Griddle, 2 Standard Ovens

O S60AA-3G/T - 4 Burners, 38" Griddle, 2 Convection Ovens

O SB0AD-3G/T - 4 Burners, 36" Griddle, 1 Convaclion Oven, 4 Standard Oven
2 SBODC-3G/T - 4 Bumers, 36" Griddle, 1 Standard Oven, 1 Cabinet

O S60AC-3G/T - 4 Bumers, 36" Griddle, 1 Convection Oven, 1 Cabinet

A SG60CC-3G/T - 4 Bumers, 367 Griddle, 2 Cabinels

£l S60DD-4G/T - 2 Burners, 48" Griddle, 2 Standard Ovens

0O S60AA-4G/T - 2 Burners, 48" Griddle, 2 Convection Ovens

O SB0AD-4G/T - 2 Bumers, 48” Griddle, 1 Convection Oven, 1 Standard Oven
3 S60DC-4G/T - 2 Burmsers, 48" Griddle, 1 Standard Oven, 1 Cabinet

O S60AC-4G/T - 2 Burners, 48" Griddle, 1 Convection Oven, 1 Cabinet

0 S60CC-4G/T - 2 Bumers, 48° Griddie, 2 Cabinets

Standard Oven Features (D)

* 35,000 BTU space saver oven with snap action thermostat adjustable for
1750F to 5500F

» U-shaped heavy duty oven burner

+ Equipped with flame failure safety device

+ Large 26" wide x 26-1/2" deep oven with all oven cavity parts enameled

+ Four sides and top of oven insulated with heavy, self-supporting block
type rock wool with oven baffle assernbly

+ 2-position rack guides with one removable rack

Convection Oven Features (A}

+ 35,000 BTU space saver oven with snap action thermostat adjustable for
1750F to 5500F

+ U-shaped heavy duty oven burner.

+ Equipped with flame failure safely device

+ large 26" wide x 26-1/2" deep oven with all oven cavity parts enameled

+ Four sides and fop of oven insulated with heavy, self-supporting block
type rock wool with oven baffle assembly

« 12 hp, 1710 rpm, 60 cycle, 115V AC high efficiency, permanent split -
phase motar.

+ On/Off switch to allow CO base lo operale as a standard oven.

* S-position rack guides with two (2) removable racks

Cabinet Base Features {C)

= Aluminized cabinet bage. Opfional no-charge doors that open from the
cehter available,

0 Casters - alt swivel - front with locks
O 10" five riser

G 3/4" guick disconnect with flexible hose - complies
with ANS] Z 21.59 (Specify 3f, 41l or 5.

CPTIONS & ACCESSORIES AT ADDITIONAL COST
O Rastraining device

O Extra oven ragks

2 Auxiliary griddle plates

1 Cabinet base doors (No charge)

3 Various salamander & cheesemelter
mounts available (Please contact factory)

/

The unit shall be a 60-5/4* wide, S-Series Restaurant Range with the exterior
censtructed of stainless sieel and shall have a 4" stainless steel front rall with
closed, welded end caps. The unit shall have 6” stainless steel, adjustable legs.
The unit shall come with a 22.5” high stainless steel flue riser with single shelf.
The unit shall come with a factory'instalied regulator.

OPEN TOP - Tha unit shall have 28,000 BTU NAT (24,000 BTU LP) open fop
burners will individual, removable cast iron grate taps,

2GIT - The unit shall have a 247, smnoth, polished 1/2” thick steel gAddle plate with
raised sides, fo indude three (3} 15,000 BTU burners. [specify left () or right (R) side]
3GIT - The unit shall have a 36", smooth, polished 1/2" thick steel griddie plate with
ralsed sides, to include four (4} 18,000 BTU bumaers. [spedify lefi (L} or right (R) side]

BIDBING SPECIFICATION

" with on/off switch to allow GO base fo operate as a standard oven. The interdor

<

4GIT - The unit shafl have a 48", smooth, polished 1" thick steed griddle plate with
raised sides, to include five (5) 16,000 BTL burmers.

D - The unit shall have a 35,000 BTU standard oven with snap action thermostat,
adjustable fror 1750 F to 5500 F. The interior shall be enameled and measure 26" wide
X 28.5" deep X 14" high, and includes 2-position rack guides with one removable rack.
A-The unit shall have a 35,000 BTU convection aven with snap action thermostat,
adjustable from 1750 F to 5500 F, The unit shalfl include a 1/2 hp split phase motor

shall be enameled and measure 26" wide X 24" deep X 14" high, and includes
5-position rack guides with two removable racks.
€ - The unit shall have an aluminized cabinet basa without daors, Optional, no-
charge doors that open from the center available,
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Models: O S60DD-2G/T 3 S60AA-2G/T [0 S6DAD-2G/T O SBO0DC-2G/T O SEO0AC-2G/T [ S60CC-2GIT
O S60DD-3G/T [1 S60AA-3G/T O S60AD-3G/T 0 S60DC-3G/T [ SB60AC-3G/T O SB0CC-AGT
0 S60DD4GT O S60AA-4GIT O S60AD-4G/T O SBODC-AGT [ SE0AC-4G/T O S60CC-4GT

/ : Dimensions shown in inches and (millimeters) \
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4 DIMENSIONS N
SGUDD'QG”. 3G/T, |60.75"| 34.007120.757| 31.00°|10.00"| 2.75" | 59.507 | 22.50" | 31.00" | 6.00° . 137.00" 15.50" { 13.00" | 3.25" (30.25" .
AGIT {(1543)| (864) ; {756) | (7B7) | (254) | (70) {{(15811)| (572} | (787) |(152) (940) | (384) | (330) { (83) |'(788)
SB0AA-2G/T, 3GIT, 10.75"[41,75"|20.757| 31,00"10.00"| 2.75" | 50,50 | 22,50" 31.00" [ 6.00"8.25" 37.00"| 15.50" 13.00" | 3.25" (30.25"124.00"( 8.00"
AGIT {1543)| (1084} | (756) | (787} | {254) i (70) i{1571)| (672) | (vB7) |(152)|(210)| (€40) | (304} | (330) | '(B3) |'(788) |{670) | (152)
S60CC - 2GT, 3G/, |60.75" 34,00 [20 75| 31,007[10.00"] 2.75" | 59.50" | 22,507 31.007 | 6 007 . 37007 1350 ; 325" {30.28"F  _ .
46T (1543)] (8B4) | (756) | (787} | (954) | {70) J (1511 | (572) | (787) i(i52) (9407 | (343) (83) {'(768)

NoTes:

*Gas Coennection will be localed on
opposite side of griddie location (if griddle
is located on the lefl the gas connection
will be moved 1o the right side).

26.00° | 26.50° | 1400" | 67.00° | 4550" | v5.00° [1323cu.ft| 860Ibs,
(660) | (673) | (356) | (1702) | (1158} | (1905) | 3.75cum. | 3090kg.
26.00° | 2400 [ 14007 | 67007 | 2650° | 75.00" |132.3cu.ft] 860 Ibs,
660y | 610) | (356) | (1702) | (1158) | (1905) |3.75cum. | 390kg.

S60DD - 26T, AGH, 46T

SE0AA- 2GIT, 3GIT, 4GIT
Dimensions shown in inches and

i ] _ _ 67.00" | 4550" | Y5.00° [1323cu.ft| 860 lbs. i
\ SO0CC - 2G/T, 3G/T, 46/T {1702) | (1158) | (1905) | 3.75cum. | 390kg. (rriimoters) Y,
4 UTILITY INFORMATION )

» Each unit has a 3/4", male, rear gas connection,
+  Minimum inlet prassure - Natural Gas is 7" W.C
- Propane Gas is 11" W.C.
+  Each canvection oven Is standard 115/60/1 fumnished with 6’ cord with

MaturaL: 28K 35K K | 3@ 16K | 4@ 16K | 5@ 16K 3-prong plug. Total max amps is 5.9.
+ Optional - 208/80M1, 50/6071 phase. Supply must be wired to junction box

\ LP 24K 35K 35K 3@ 16K 4@ 16K | 5@ 16K wilh terminal block located at rear. Total max amps is 2.7, Y,
4 MISCELLANEOUS ™
+  For installaion on combustible flcors (with 6" high legs or casters) and « Install under venied hood.
adjacent to combustible walls, allow 10" clearance. = If the unit is connected direclly fo the outside flue, an A.G.A approved down
y (4
+ Check focal codes for fire, Installation and sanifary regulations. draft diverter must be installed at the fiue outlet of the ovan.
»  Clearance to noncombustible consiruction is 0" for all tops and bases. NOTICE:
= Ifusing Flex-Hose, the L.D. should not be smaller than the 1.D. of the manifold Southbend has a palicy of continuous product research and improvement.
of the unit tc which it is being connected. We reserve the right to change specifications and product design without
» If casters are used, a restraining device should be used ‘o eliminate undue notice. Such revisions do not entifte the buyer to corresponding changes,
k strain on the flex hose. Improvements, additions or replacements for previously purchased equipmenij
DISCLAIMER )

1. NON-Quarry Tile Floor Pality - “If installing on any NON-Quarry Tile fioar (fiooring olher than quarry tile, cement or natural stone), contact the factory for installation opliens as damage
due to improper installation is nol coverad under warranty.

2. Gverslzed Cookware Use Policy — "Oversize cookware is considered anything 12° In diameter or larger. Larger vassels may be used to straddle over open top grates {althaugh efficiency
may b fost when doing sc). Itis highly recormmonded when using oversized cookware that its use be fimited to the rear portion of the range, 1F ovorsized cookware is used on the font potion
and hangs over onta the front ral, excessive heat may be driven and trapped in the frant rail and can cause premature demage to the components housed there. This is easily avalded by
never allowing cookavare to overlep the Tront all of the range. Elcehical and olher components haused In this area should sec years of performance under normal intended use.”

/

INTENDED FOR COMMERCIAL USE ONLY.
- NOT FOR HOUSEHOLD USE.

MIDDLEBY
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REAGH IN REFRIGERATO!
D28R
Bottom Mounted / Solid Door

@@1 TECHNICAL SPECITICATIONS
Unltage/Frequensy 115Y/60Hz
Refrigerant H200
alenal Material Stainless Steel
Exfarior Material Stainless Steel
Temperature Range 'F 33 ~43°F
Compresse:s Powst (HPY 1/5
Mama Conllg. NEMAS-15P




D28R
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REACH IN FREEZE
D28F
Bottorn Mounted / Solid Door

%E@ TECHNICAL SPECIFICATIONS
Voltage/Frequency 115V/60Hz
Refrigerant R290
Tyoe of Befrost Automatic
fintesial Material Stainless Steel
Exterior Maledal Stainless Steel
Temperature Hange °F 0 ~-8°F

Comprassos Powet (HP) 1/2
13 onfin, NEMAS-15P




Front View
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D28F

Side View
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B3 1 | Three Compartment - Double Drainboard

Stainless Steel Compartment Sinks

RESCURCES
. . . Use your smart phon
(ertifications: scan the ahove QR o4
visit our websife:

NSk

www.bk-resources.q

Shown as:

Model #s ending in §

Features: Material:
+ 1/4” Pitched Drainboards To Ensure »T-304 18 ga. Stainless Steel Deck & Bowls

Proper Drainage + 138" Galvanized Legs
» 1 1/2*Rounded Front and Side Edges « Adjustable High Impact Corrosion Resistant Feet
« Accommodates 8" On Center Faucets
» Drains Included : B HEH,
- 0" Backsplash Model #s ending with *S":

+T-304 18 ga. Stainless Steel Deck & Bowls

+ Stainfess Steel Legs

+ Staintess Steel End Bracing

s Adjustable Stainless Steel over Plastic Buliet Feet

Options:

» Pre-Rinse Units & Faucets

« Lever Drains

+ Upgraded Bullet Feet

« Slant Rack Shelf (BK-S5H)

- End Splash (BKS-RES)

+ §/5 Basket Drain {BKDR-4-304}

BKS-3-1416-12-1215 667X 21 W 14" 16"% 12 1 (2)-12"  Stainless Steel w/ End Bracing

-3-15-14-1575% 75"x 200 15"x15"% 14" 1 (2)-15"  Stainless Steel w/ End Bracing

1 (2)-18"  Stainless Steel w/ End Bracing

BKS-3-1620-12-1875

BKS-3-1620-14-18TS  84"x25"™& 16" 20"x 14" 1 (2)-18"  Stainless Steel w/ End Bracing

BKS-3-13-12-18T5 g0"x23 MY 187 18"% 12" 1 {2)-18"  Stainless Steel w/ End Bracing

1 (:5_) o -St;‘a:nless-s-teel wf End Bracing

BKS-3-18-12-2415

BKS-3-18-14-1815 90"x 23 et 18" 18" x 147 i {2)-18"  Staintess Steel w/ End Bracing

BKS-3-1824-14-2418  102"x 2914 18"x24"x 14" 1 (2)-24"  Stainless Steel wf End Bracing

... Continued on Next Page




=3 K| Three C’ompm’i'ment Double Dmmboard

Stainless Steel Compartment Sinks

RESCURCES
o . lse yoursmart phon
... Lontinued from Previous Page scan the above OR coc
visit our website:

Sets of - D'r'a'iiihdaﬁ-l"’fi- GG Wwwbk—_{gmurces.g
Faucet Heles - Size TR S : .

BKS-3-1824-14-18TS  907x 29"

1 Stainless Steel w/ End Bracing

BKS-3-20-12-18T5 96"x 25 e 20x 20" 12" 1 Staintess Steel w/ End Bracing
BIS-3-20-14-24T5 108”x25 9% 20" 07 x 14" 1 (2)-24”  Stainless Steel w/ End Bracing
BHS-3-2030-12-20TS  100"x351% 20°x 30" 12" 1 (2)-20"  Stainless Steef w/ End Bracing
BKS-3-2030-14-24TS  1087x35 B4 20"x30"x 14 1 (23-24"  Stainless Steel w/ End Bracing
BK5-3-24-14-24T5 120"x29 b6 247y 247x 14" 2 (2}-24"  Stainless Steel w/ End Bracing
Overall Length
Bowl

e length —+

q AW
S

Overall
. Width

"43;11




K| RESOURCES

§88-310-4393 » 120 Frontage Road, Altamont, IL 62411 « www.bk-resources.com Use your smart phone to

scan the above QR code to
visit oiir website:
wiyw.bk-resources.com

8" Splash Mount Pre-Rinse
Model: BKF-SMPR-WB-AFXX-G, Lead Free
3{9““%?% P

- AptiFlow

SEMIES
TR

30.581
DIM A’ mem B
b i
3.000 —te »
Product Detail:
Model Number DIM. A DIM. B

BKF-SMPR-AF10-G 11386 10.000"

Product Specifications:

BKF-SMPR-AF14-G 12.32¢" 14.000"

» Triple-Ply Hose Rated to 300 PS - : .
el Bracker Certifications:
» 1/4 Turn Ceramic Cartridges

» Integral Check Valves

» Coler Coded Hot & Cold Indicators
- 1/2" Female Inlets

us

Coprifid ta NSRANSI61
Sectlen 4G

Due to our commitment to improving our praducts, specifications are subject to change without notice, Page 1/2




RESOURCES

888-310-4393 + 120 Frontage Road, Altamont, IL6247T1 « www.bk-resources.com

8" Splash Mount Pre-Rinse
Model: BEF-SMPR-WB-AFXX-G, Lead Free

mm&

“"’&@% (\ms “low

SERIES
m"v

Expioded Parts Detail:

Magram#  Quantity Part Number Destription

BRH-HANDLE

4 1 BK-PR-SPRING Hose Spring

Spray Valve Retainer

8 1 BK-PR-18RP-G 18" Riser Pipe

10 1 BK-PR-ADP Pre-Rinse Adapter

Pue to our commitment to improving our products, specifications are subject to change without notice.

Page 2/2




RESOURCES

£88-310-4393 -« 120 Frontage Road, Altamont, IL 62411 + www.bk-resources.com Use your smart phone ta
scan the abave QR code to

visit our website:
WWw.bi-resources.com

Twist Lever Waist
Madel: BI-LIWR-2

2.360

5

\—1-1/4" NPT Over Flow
Outlet w/ Cap & Seal

2" NPT Male, 1-1/2" NPT Female

......../l-—

""'Jf"'"

Product Specifications:

» Dual Functioning Outlet Features 2” Male
& 12" Fermale Threading

« 5/S Strainer

« Fits 3¥2" Openings

Pue to our commitment to improving our products, specifications are subject to change without notice. Page 1/2




K| RESOURCES

§88-310-4393 . 120 Frontage Road, Altamont, IL 62411 » www.blc-resources.com

Twist Lever Waist
Modef: BH-LWWR-2

BK-LWR-2 - ISO VIEW
Scale = 1:3

Exploded Parts Detail:

Part Number Description

Dingram#  Quantity

2 1 Bi-LDR-W Lever Drain Washer

4 1 BI-LWR-W Washer

Due to our commitmeant to improving our products, specifications are subject to change without notice,

Page 2/2




